
Motor Specifications

  Operating Data
  Flow Range gpm (lpm) 300 - 700 (1,135 - 2,650)
  Motor Pressure psi (bar) 300 (21)
  Bit Speed rpm 48 - 112
  Displacement rev/gal (rev/l) .160 (.042)
  Torque ft-lbs (Nm)  6,140 (8,325)
  Power HP (Kw) 131 (98)

Physical Dimensions
  Stages 2.0
  Lobes 7/8

  Bit to Stabilizer in (mm) 33.6 (853)
Fixed in (mm) 83.3 (2,116)
Adj in (mm) 91.5 (2,324)

Fixed ft (m) 20.6 (6.3)
Adj ft (m) 22.0 (6.7)

  Weight lbs (kg) 1,725 (785)
  Connections Box 4-1/2" Reg Top and Bottom
  Bit Size in (mm) 7-7/8 to 9-7/8 (200.0 - 250.8)

.

6-3/4 P75

  Bit to Bend

  Overall Motor Length

  Power Section Configuration

0

10

20

30

40

50

60

70

80

90

100

110

120

0 50 100 150 200 250 300 350 400
MOTOR DIFFERENTIAL PRESSURE (psi)

SP
EE

D
 (r

pm
)

0
500
1000
1500
2000
2500
3000
3500
4000
4500
5000
5500
6000
6500
7000
7500
8000
8500

TO
R

Q
U

E 
(ft

-lb
s)

00

300

500


