
Motor Specifications

  Operating Data
  Flow Range gpm (lpm) 200 - 600 (760 - 2,270)
  Motor Pressure psi (bar) 950 (66)
  Bit Speed rpm 61 - 184
  Displacement rev/gal (rev/l) .306 (.081)
  Torque ft-lbs (Nm) 10,718 (14,532)
  Power HP (Kw) 375 (280)

Physical Dimensions
  Stages 3.8
  Lobes 6/7

  Bit to Stabilizer in (mm) 25.5 (648)
Fixed in (mm) 77.3 (1,963)
Adj ft (m) 85.1 (2,160)

Fixed ft (m) 19.5 (5.9)
Adj ft (m) 21.0 (6.4)

  Weight lbs (kg) 1,765 (800)
  Connections Box 4-1/2" Reg, Top and Bottom
  Bit Size in (mm) 8-1/4 to 9-7/8 (200.0 - 250.8)

  6-3/4 SS110

  Power Section Configuration

Performance Curves Based on Dynamometer Test Data

  Overall Motor Length

  Bit to Bend

0

2,000

4,000

6,000

8,000

10,000

12,000

14,000

0

20

40

60

80

100

120

140

160

180

200

0 200 400 600 800 1000 1200

Sp
ee

d 
(r

pm
)

Motor Differential Pressure (psi)

600 gpm

Rated

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 GPM

400 gpm

200 gpm

400 gpm

200 gpm

400 gpm

200 gpm

400 gpm

200 gpm

400 gpm

200 gpm

600 GPM

400 gpm

200 gpm

400 gpm

200 gpm

400 gpm

200 gpm

400 gpm

200 gpm200 gpm

400 GPM

200 GPM

600 gpm

Rated

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 GPM

400 gpm

200 gpm

400 gpm

200 gpm

400 gpm

200 gpm

400 gpm

200 gpm

400 gpm

200 gpm

600 GPM

400 gpm

200 gpm

400 gpm

200 gpm

400 gpm

200 gpm

400 gpm

200 gpm200 gpm

400 GPM

200 GPM

600 gpm

Rated

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 GPM

400 gpm

200 gpm

400 gpm

200 gpm

400 gpm

200 gpm

400 gpm

200 gpm

400 gpm

200 gpm

600 GPM

400 gpm

200 gpm

400 gpm

200 gpm

400 gpm

200 gpm

400 gpm

200 gpm200 gpm

400 GPM

200 GPM

600 gpm

Rated

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 gpm

400 gpm

200 gpm

600 GPM

400 gpm

200 gpm

400 gpm

200 gpm

400 gpm

200 gpm

400 gpm

200 gpm

400 gpm

200 gpm

600 GPM

400 gpm

200 gpm

400 gpm

200 gpm

400 gpm

200 gpm

400 gpm

200 gpm200 gpm

400 GPM

200 GPM


	675 SS110

