
Motor Specifications

  Operating Data
  Flow Range gpm (lpm) 600 - 1,200 (2,270 - 4,540)
  Motor Pressure psi (bar) 900 (62)
  Bit Speed rpm 88 - 199
  Displacement rev/gal (rev/l) .221 (.058)
  Torque ft-lbs (Nm) 11,715 (15,885)
  Power HP (Kw) 444 (330)

Physical Dimensions
  Stages 6.0
  Lobes 3/4

  Bit to Stabilizer in (mm) 31.1 (790)
Fixed in (mm) 101.5 (2,578)
Adj in (mm) 114.3 (2,904)

Fixed ft (m) 29.9 (9.1)
Adj ft (m) 32.1 (9.8)

  Weight lbs (kg) 4,900 (2,220)
  Connections Box 7-5/8" Reg, Top and Bottom
  Bit Size in (mm) 11-1/4 to 26 (285.8 - 660.4)

  9-5/8 P180 XL

  Bit to Bend

  Overall Motor Length

  Power Section Configuration

0

20

40

60

80

100

120

140

160

180

200

0 100 200 300 400 500 600 700 800 900 1000

MOTOR DIFFERENTIAL PRESSURE (psi)

SP
EE

D
 (r

pm
)

0

2000

4000

6000

8000

10000

12000

14000

TO
R

Q
U

E 
(ft

-lb
s)

1,200 gpm

600 gpm

Rated

900 gpm


